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§413.04

§413.04 Standards for integrated fa-
cilities.

Pretreatment standards for inte-
grated facilities shall be computed as
required by §403.6(e) of EPA’s General
Pretreatment Regulations. In cases
where electroplating process
wastewaters are combined with regu-
lated wastewaters which have 30 days
average standards, the corresponding
30 day average standard for the electro-
plating wastewaters must be used. The
30 day average shall be determined for
pollutants in the relevant subcategory
from the corresponding daily and 4 day
average values listed in the table
below.
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Subpart A—Electroplating of
Common Metals Subcategory

§413.10 Applicability: Description of
the electroplating of common met-
als subcategory.

The provisions of this subpart apply
to dischargers of pollutants in process
wastewaters resulting from the process
in which a ferrous or nonferrous basis
material is electroplated with copper,
nickel, chromium, zinc, tin, lead, cad-
mium, iron, aluminum, or any com-
bination thereof.

40 CFR Ch. | (7-1-09 Edition)

§413.11 Specialized definitions.

For the purpose of this subpart:

(a) The term sq m [‘“‘sq ft”’] shall
mean the area plated expressed in
square meters [square feet].

(b) The term operation shall mean
any step in the electroplating process
in which a metal is electrodeposited on
a basis material and which is followed
by a rinse; this includes the related op-
erations of alkaline cleaning, acid
pickle, stripping, and coloring when
each operation is followed by a rinse.

§§413.12-413.13 [Reserved]

§413.14 Pretreatment standards for
existing sources.

Except as provided in §§403.7 and
403.13 of this title, any existing source
subject to this subpart which intro-
duces pollutants into a publicly owned
treatment works must comply with 40
CFR part 403 and achieve the following
pretreatment standards for existing
sources (PSES):

(a) No user introducing wastewater
pollutants into a publicly owned treat-
ment works under the provisions of
this subpart shall augment the use of
process wastewater or otherwise dilute
the wastewater as a partial or total
substitute for adequate treatment to
achieve compliance with this standard.

(b) For a source discharging less than
38,000 liters (10,000 gal.) per calendar
day of electroplating process waste-
water the following limitations shall
apply:

SUBPART A—COMMON METALS FACILITIES Dis-
CHARGING LESS THAN 38,000 LITERS PER
DAY PSES LIMITATIONS (MG/L)

Average of

daily values
Pollutant or pollutant prop- | Maximum for | for 4 consecu-
erty any 1 day tive monitoring
days shall not

exceed

CN, A 5.0 2.7
.6 4
1.2 7

(¢c) For plants discharging 38,000 li-
ters (10,000 gal) or more per calendar
day of electroplating process waste-
water the following limitations shall
apply:
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